Process &
Petrochemical




“Tube & Steel Supplies,
Quality people
dedicated to providing
a quality service”

Stockists & Distributors of Qaulity Tubes, Fittings & Flanges

Tube & Steel Supplies was formed in
1999 to provide a quality service to
fulfil the requirements of all users of
steel pipeline equipment.

After establishing the stockholding
base in South Wales, an office was
opened in Tipton, West Midlands in
2005 to better service the needs of
customers in The Midlands & North
of England.

Tube & Steel Supplies is now firmly established supplying
quality tubes and associated products and services to the
pipework fabrication, petrochemical, process plant
installation and maintenance, civil & general engineering
industries both in the UK and overseas.

Talking Tubing?..
Talk to us!

TSS continually reviews and updates its
systems & services to ensure that it
remains able to satisfy the ever changing
needs of its customers in the national and
international marketplace.



Stockists & Distributors of Quality Tubes, Fittings & Flanges

Our quality control starts with vetting our suppliers carefully, continues through all Contents
processes and ends up with the inspection of the finished order.
The company has made considerable investment in its quality control facilities and Steel Tubes
assurance techniques. Bivsinannd Weights of Linepipe
In recognition of TSS achievements and on-going commitment to quality the company A Linepipe Dimensions
has been awarded approval to BS EN 1509001:2000. LT Comparison of Steel Tube Specifications
Tube & Steel Supplies continues to develop through its people, and the desire to provide Table of Standard Wire Gauges
a quality service to each of its customers, this commitment is as strong today as it was 6 BS1387 Dimensions and Weights
wh'en t'he c9mpany formed. . . . 7 HFS Mechanical Tube and Pressure Pipes
It is this philosophy which will guarantee the continued success of the company into the
future. Butt Weld Fittings
TSS OFFER MORE 8..........EIbows to BS1640
B e Tees & Caps to BS1640

We create long term business relationships by building confidence and success with our
customers.
To achieve this, we offer a broad range of services.

11 4= Elbows to B51965
13 Tees, Caps & Reducers to BS1965

13- e Branch Bend to BS1965
In-House Fabrication Additional services tailored to meet customers needs |
danges
Delivery Nationwide & Abroad Fast reliable delivery service &
; i e 14-21....BS10; BS4504; BS1560
Experienced Personnel Proven Flexibility & Speed of Responce
Cutting to Length of All Tube Sizes Credit Card Payment Facility ForgEd Steel Flttmgs
Threading Supply of complete pipework packages 22 e E53799
Painting to Spec | Quality assurance to BS EN 1ISO9001:2000




Weights

inepipe

L

Nominal

P

8
10
I5
20
25
32
40
50
65
80
20

100

125

150

200

250

300

350

400

450

500

550

600

650

700

750

800

850

900

ipe Size
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Qutside
Diameter

13.7
(7.1
21.3
267
334
422
483
60.3
73.0
889
101.6
1143
141.3
168.3
219.1
273.1
3239
355.6
406.4
457
508
559
610
660
711
762
813
864

Linepipe Weights:

Sch Sch Sch
10 20 30

55.11
63.13
7112
79.16
87.21
95.26
127.04
136.97
146.91
156.84
166.78

33.57
42.09
50.11
67.74
77.63
87.49
116.78
12873
140.68
202.72
218.69
234.67
250.64
266,61

For useful forumulas on the working of weights and more, please see page 23

3661
51.03
65.35
81.08
92.98
122.05
155.12
171.09
210.07

272.54
292.54
312.54
332.53

Standard
Weight

0.62

kgim

kglm

kglm

0.62 0.79 0.79
0.84 1.10 .10
1.28 1.61 1.6l
1.70 2.19 2.19
252 3.21 321
343 451 45]
407 5.43 543
542 7.43 743
869 11.39 11.39
1131 24 15.24
13.48 18.68 18.68
16.02 22.4; 242
21.92 30.88 30.88
2822 42.67 4267
42.65 64.64 53.04 64.64
60.50 81.5 81.55 96.08
79.71 97.46 109.18 132.23
94.30 107.39 126.80 158.49
12330 3.30 160.50 | 203.19
15611 139.15 20625 | 254.25
18355 155.1 24760 | 311.3|
21296 71.09 29387 | 374.10
255.69 187.06 355.12 | 442.34

i

218.69

75.97
114.99
159.65
194.74
245.66
309.44
381.04
451.09
54749

2825
40.28
54.31
90.62
132.84
186.97
22474
287.00
363.19
440.93
52729
639.36

100.84
155.15
20827
25331
332.62
408,01
507.54
600.33
720.05

Sch Extra Sch Sch Sch Sch Sch Sch
40 Strong 60 80 100 120 140 160

1.95
288
4.23
5.60
7.23
[1.10
14.90
21.30

33.56

49.17

67.69
111.23
172.45
238.11
281.38
365.46
459.18
564.14
672.52
807.19

Double
Extra Strong

-

13.47

!
~ ~

)
~
o~

- TR

o~

107.79

186.97



Imensions

D

inepipe
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Linepipe Dimensions:
Standard Sch Extra Sch Sch Sch Sch Sch Sch Double

Nominal Outside Sch Sch
Pipe Size Diameter 10 20 Weight 40 Strong 60 100 120 140 160 | Extra Strong

Sch

8 I 13.7

10 3g 17.1 23
I5 Uy 213 2.8
20 314 26.7 29
25 I 334 34
32 1y 422 36
40 1 483 37
50 2 60.3 39
65 21j, 73.0 52
80 3 88.9 55
90 3l 1016 57

100 4 1143 6.0

125 5 1413 6.6

150 6 1683 7.1

200 8 219.1 6.4 7.0 82

250 10 273.1 6.4 78 93

300 12 3239 6.4 84

350 14 355.6 64 7.9 9.5

400 16 406.4 6.4 7.9 9.5

450 I8 457 6.4 79 1L

500 20 508 6.4 9.5 12.7

B L 559 64 9.5 12.7

600 24 610 6.4 9.5 14.3

650 26 660 79 127

700 28 1 7.9 12.7 15.9

750 30 762 79 127 159

800 32 13 7.9 12.7 15.9

850 34 864 7.9 12.7 15.9

900 36 914 7.9 12.7 159




Spec.

SWG
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Comparison of Steel Tube Specifications:

N/mm2 N/mm? C Max Si Mn § Max P Max
APl 5L GRB 414 241 0.27 - 1.15 max 0.05 0.04
APl 5L X52 455 358 031 - 1.35 max 0.05 0.04
ASTM A106 GRB 414 24| 0.30 0.10 min 029/ 1.06 0.058 0.048
ASTM A333 GRé& 415 240 0.30 0.10 min 1.06 max 0.06 0.05
BS3601 GR430 430 255 0.21 0.35 max 04/1.20 0.04 0.04
BS3602 GR430 430 255 021 0.10/0.35 04/1.20 0.035 0.035
DINI1629 ST37 350 215 0.17 - - 0.04 0.04
DINI1629 5T52.0 510 333 022 - - 0.05 0.05
Standard Wire Gauges

SWG mm SWG mm SWG mm SWG mm

0 8.2 5 54 10 32 I5 |.8

| 7.6 6 49 1 2.9 16 |.6

2 7.0 7 4.5 12 2.6 17 |.4

3 6.4 8 4.0 13 23 18 1.2

4 59 9 3.6 14 2.0



BS1387 Steel Tubes

Nominal Pipe Size Outside Diameter Thickness Medium Thickness Heavy Plain ends Medium Plain ends Heavy
mm in mm mm mm Kgim Kglm
6 g 10.2 2.0 26 041 0.49
8 U 135 23 29 0.65 0.77
10 3/g 17.2 23 29 0.85 1.02
15 ) 213 26 32 1.22 |.45
20 3/, 269 2.6 32 .58 1.89
25 1 3.7 32 4 244 2.98
32 1y 424 32 4 3.14 3.84
40 11, 483 32 4 3.62 443
50 2 603 36 45 5.09 6.16
65 2l 76.1 36 45 6.52 7.90
80 3 88.9 40 49 8.47 10.06
100 4 1143 45 54 12,11 14.45
125 5 139.7 49 54 16.22 17.86
150 6 165.1 49 54 19.20 21.28

Pipes available in Self Colour, Galvanised & Red Primer

* Weights are calcu

ated using self colour tubes.

O,



HOt FiniShed Seamless Outside Diameter (mm)
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*This chart is intended as an indicative guide to the most common standard sizes produced within this range. It is advisable to check availability of specific sizes.

























































